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Contact Details

Before using the product, please check the
guide pages at the front of this catalog.

06 Series Stacking Type Reducing Valves

JIS graphic symbols for hydraulic system
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' Nomenclature
MG - 06 X - X - 11
L+ | [2 J[s] [4] [ 5]
Model No. Pressure adjustment range
(Applicable fluids: petroleum-based hydraulic oil) I: 08to 7MPa{ 8to 70kgf/cm’}
MG: Modular stacking type reducing valve 2: 3.5to 14 MPa { 35 to 140 kgf/cm®}
. . 3: 10.5 to 21 MPa {105 to 210 kgf/em’}
Nominal diameter
06: % Design No.
The design No. is subject to change
Control port ( 9 ] ge)
P: Port P
B: Port B
' Specifications |
Maximum Maximum Cracking pressure Mass Check valve Pressure change
Model code | operating pressure | flow rate MPa {9|]<pf/cm2} k cracking pressure MPa {kgf/cm?}
MPa {kgf/cm?} L/min 9 g MPa {kgf/cm?} per screw revolution
MG-06P-1-11 0.8to 7{ 8to 70} 2.3 {23}/revolution
MG-06P-2-11 3.5to 14 { 35 to 140} 11.6 - 3.9 {39}/revolution
MG-06P-3-11 10.5 to 21 {105 to 210} 5.9 {59}/revolution
21 {210} 120
MG-06B-1-11 0.8to 7{ 8to 70} 2.3 {23}/revolution
MG-06B-2-11 3.5to 14 { 35 to 140} 13.3 0.05{0.5} 3.9 {39}/revolution
MG-06B-3-11 10.5 to 21 {105 to 210} 5.9 {59}/revolution
' Handling

® Directly connect the drain piping to the tank without merging it with other tank piping.
® To ensure good pressure reducing performance, set the primary side main circuit pressure and the secondary pressure

reducing circuit pressure such that there is a minimum difference of 1 MPa {10 kgf/cm?}.
® When using the valve in combination with a direct operated relief valve for remote control, connect the remote control valve

to the vent port.

Since excessive internal volume of the pilot piping may lead to vibration, use steel pipes with an inner diameter of 4 mm

maximum and with thick walls for this piping.
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' External dimension diagram
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77 S L1 L2 | L3 | L4 L5 | L6
1008 o MG-06P | 83.6 158 6 88.9 50.9 | 64.9
11.9 130.2 27 MG-06B | 98.2 | 150 6 101.6 | 50.8 | 26
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Drain port Rc% Vent port Rc%

Width across flats: 13
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JIS B 2401 1AP11
JIS B 2401 1BG30
JIS B 2401 1BP6
JIS B 2401 1BP20
JIS B 2401 1BP28

= _ ) .
o= I - ok
- S i N R
i o | i Nansdil
Mi ﬁm—‘(ﬂ @7 2-¢6_j] 28 )
' Sectional structural diagram
MG-06P
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‘f Sealing part table
,\ ‘jE ,\ PartNo.| Name | Quantity Part specifications
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:\ 28 O-ring

29 O-ring
30 O-ring
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Section K-K (MG-06P)

Section K-K (MG-06B)
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