
C−47

C

S
O

LE
N

O
ID

 VA
LV

E
S

 / D
IR

E
C

TIO
N

A
L C

O
N

TR
O

L VA
LV

E
S

MANUALLY OPERATED DIRECTIONAL CONTROL VALVE （HD*）（ROTARY TYPE） SIZE 02

■Features
This type of valve switches the direction of flow of the hydraulic fluid in response to operation 
of the manual lever.
The rotary spool holds the switched position.

HD1ｰR42LTDｰAcBｰ02

■Specifications

Nominal
Size

02

Rated Flow
(L/min)

11

Max. Operating
Pressure (MPa)

7

Permissible Back
Pressure (MPa)

0.04

Model

HD1ｰR42LTDｰAcBｰ02

Code Ⅰ Ⅱ

HD1ｰR42LTDｰAcBｰ02

Mass: 4㎏

■Outside dimensions
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■Description of the model designation

ＨD１ｰR42LTDｰAcBｰ０２
Nominal size

Spool type

With/without detent
  D: With detent

Piping method
  T: Rc thread type

Operating method
  L: Lever

Number of positions

Number of ports

Rotary type

Max. operating pressure
  1: 7 MPa

Directional control valve

Cautions on use  Please read the Operating Manual  
                                       carefully to ensure correct usage.

■Outside dimensions

Mass: 45.2㎏

Mass: 45.9㎏

HDD3ｰ2Sｰ***ｰ*ｰ10BｰLY**

HDD3ｰ　　  ｰ***ｰ*ｰ10BｰLY**3W
2WD

O-ring 4ｰJIS B 2401ｰ1AG40 O-ring 2ｰJIS B 2401ｰ1AP15
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Wiring hole 2ｰG 1/2
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15092
258
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Solenoid installation/removal dimension 381

5.2
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93.7

SOL  b SOL  a

2ｰφ6
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Nominal
Size

Rated Flow
(L/min)

Max. Operating
Pressure

(MPa)

Permissible
Back Pressure

(MPa)
Model

Number of ports

Number of positions

Operating method

L: Lever

Piping method

G: Gasket type

MANUALLY OPERATED DIRECTIONAL CONTROL VALVE （HD3）（SLIDE SPOOL TYPE） SIZE 03

■Features
This type of valve switches the direction of flow of hydraulic fluid in response to operation of 
the manual lever.
A manual valve switches the direction of flow of hydraulic fluid instead of the solenoid used in 
the solenoid valve.

● Three types of valve (spring center type, spring offset type, and detent type) are available 
as standard.

● If valves other than those indicated below are required, please consult us.

● If subplate SHD03-**T*(A) is necessary, please order one separately.

● Finish the mounting faces to the same quality as the valve faces (3.2 µmRz).

HD3ｰ4*LG（D）ー***ｰ03A

■Specifications

03

A B

P R
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Spring Center Type Spring Offset Type No Spring Type (with Detent)

43LGｰBCA

43LGｰBDA

43LGｰBGA

43LGｰAEB

43LGｰBMA

42LGｰBcA

42LGｰBdA

42LGｰBgA

43LGDｰBCA

43LGDｰBDA

43LGDｰBGA

43LGDｰAEB

43LGDｰBMA

42LGDｰBcA

42LGDｰBdA

42LGDｰBgA

40 21 1 HD3ｰ 4*LG（D）ー*** ｰ03A

Mass: 4.8㎏

■Outside dimensions

■Description of the model designation

HD3ｰ43LG（D）ーBCAｰ03A
Model No.

Nominal size

Spool type

With/without detent

D: With detent

SHD03ｰ**T1A, refer to page L-2.●For the sub-plate SHD03ｰ**T3A, refer to page L-6.

For            , refer to table below.

Ⅰ Ⅱ Ⅲ

Ⅰ Ⅱ Ⅲ

Ⅰ Ⅱ Ⅲ

Ⅰ Ⅱ Ⅲ Ⅰ Ⅱ

Ⅰ Ⅱ

Ⅰ Ⅱ

Ⅰ Ⅱ Ⅲ
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Ⅰ Ⅱ Ⅲ

Ⅰ Ⅱ Ⅲ Ⅰ Ⅱ

Ⅰ Ⅱ

Ⅰ Ⅱ

Ⅰ Ⅱ Ⅲ
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R R

P

O-ring 5ｰJISB 2401ｰ1BP 12
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4ｰM8

Cautions on use  Please read the Operating Manual  
                                       carefully to ensure correct usage.

Number of ports

Number of positions

Operating method

L: Lever

Piping method

G: Gasket type

MANUALLY OPERATED DIRECTIONAL CONTROL VALVE （HD3）（SLIDE SPOOL TYPE） SIZE 025

■Features
This type of valve switches the direction of flow of hydraulic fluid in response to operation of 
the manual lever.
A manual valve switches the direction of flow of hydraulic fluid flow instead of the solenoid 
used in the solenoid valve.
● Three types of valve (spring center type, spring offset type, and detent type) are available 

as standard.
● If valves other than those indicated below are required, please consult us.
● If subplate SHD025-**T*(A) is necessary, please order one separately.
● Finish the mounting faces to the same quality as the valve faces (3.2 µmRz).

HD3ｰ4*LG（D）ー***ｰ025A

■Specifications

Nominal
Size

025
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Spring Center Type Spring Offset Type No Spring Type (with Detent)

43LGｰBCA

43LGｰBDA

43LGｰBGA

Ⅰ Ⅱ Ⅲ

Ⅰ Ⅱ Ⅲ

Ⅰ Ⅱ Ⅲ

Ⅰ Ⅱ Ⅲ Ⅰ Ⅱ

Ⅰ Ⅱ

Ⅰ Ⅱ
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Ⅰ Ⅱ Ⅲ Ⅰ Ⅱ

Ⅰ Ⅱ

Ⅰ Ⅱ

Ⅰ Ⅱ Ⅲ
43LGｰAEB

43LGｰBMA

42LGｰBcA

42LGｰBdA

42LGｰKcP

43LGDｰBCA

43LGDｰBDA

43LGDｰBGA

43LGDｰAEB

43LGDｰBMA

42LGDｰBcA

42LGDｰBdA

42LGDｰKcP

Rated Flow
(L/min)

27

Max. Operating
Pressure

(MPa)

25

Permissible
Back Pressure

(MPa)

7

Model

HD3ｰ 4*LG（D）ー*** ｰ025A

Mass: 1.7㎏

■Outside dimensions

■Description of the model designation

HD3ｰ43LG（D）ーBCAｰ025A
Nominal size

Spool type

With/without detent

D: With detent

●For the sub-plate
SHD025ｰ**T1A, refer to page L-2.
SHD025ｰ**T3A, refer to page L-6.

For            , refer to table below.

Cautions on use  Please read the Operating Manual  
                                       carefully to ensure correct usage.
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Nominal
Size

Rated Flow
(L/min)

Max. Operating
Pressure

(MPa)

Permissible
Back Pressure

(MPa)
Model

Number of ports

Number of positions

Operating method

L: Lever

Piping method

G: Gasket type

MANUALLY OPERATED DIRECTIONAL CONTROL VALVE （HD3）（SLIDE SPOOL TYPE） SIZE 03

■Features
This type of valve switches the direction of flow of hydraulic fluid in response to operation of 
the manual lever.
A manual valve switches the direction of flow of hydraulic fluid instead of the solenoid used in 
the solenoid valve.

● Three types of valve (spring center type, spring offset type, and detent type) are available 
as standard.

● If valves other than those indicated below are required, please consult us.

● If subplate SHD03-**T*(A) is necessary, please order one separately.

● Finish the mounting faces to the same quality as the valve faces (3.2 µmRz).

HD3ｰ4*LG（D）ー***ｰ03A

■Specifications

03
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Spring Center Type Spring Offset Type No Spring Type (with Detent)

43LGｰBCA

43LGｰBDA

43LGｰBGA

43LGｰAEB

43LGｰBMA

42LGｰBcA

42LGｰBdA

42LGｰBgA

43LGDｰBCA

43LGDｰBDA

43LGDｰBGA

43LGDｰAEB

43LGDｰBMA

42LGDｰBcA

42LGDｰBdA

42LGDｰBgA

40 21 1 HD3ｰ 4*LG（D）ー*** ｰ03A

Mass: 4.8㎏

■Outside dimensions

■Description of the model designation

HD3ｰ43LG（D）ーBCAｰ03A
Model No.

Nominal size

Spool type

With/without detent

D: With detent

SHD03ｰ**T1A, refer to page L-2.●For the sub-plate SHD03ｰ**T3A, refer to page L-6.

For            , refer to table below.

Ⅰ Ⅱ Ⅲ

Ⅰ Ⅱ Ⅲ
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Cautions on use  Please read the Operating Manual  
                                       carefully to ensure correct usage.

Number of ports

Number of positions

Operating method

L: Lever

Piping method

G: Gasket type

MANUALLY OPERATED DIRECTIONAL CONTROL VALVE （HD3）（SLIDE SPOOL TYPE） SIZE 025

■Features
This type of valve switches the direction of flow of hydraulic fluid in response to operation of 
the manual lever.
A manual valve switches the direction of flow of hydraulic fluid flow instead of the solenoid 
used in the solenoid valve.
● Three types of valve (spring center type, spring offset type, and detent type) are available 

as standard.
● If valves other than those indicated below are required, please consult us.
● If subplate SHD025-**T*(A) is necessary, please order one separately.
● Finish the mounting faces to the same quality as the valve faces (3.2 µmRz).

HD3ｰ4*LG（D）ー***ｰ025A

■Specifications

Nominal
Size

025

A B
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Spring Center Type Spring Offset Type No Spring Type (with Detent)

43LGｰBCA

43LGｰBDA

43LGｰBGA

Ⅰ Ⅱ Ⅲ

Ⅰ Ⅱ Ⅲ

Ⅰ Ⅱ Ⅲ

Ⅰ Ⅱ Ⅲ Ⅰ Ⅱ

Ⅰ Ⅱ

Ⅰ Ⅱ

Ⅰ Ⅱ Ⅲ

Ⅰ Ⅱ Ⅲ
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Ⅰ Ⅱ Ⅲ

Ⅰ Ⅱ Ⅲ Ⅰ Ⅱ

Ⅰ Ⅱ

Ⅰ Ⅱ

Ⅰ Ⅱ Ⅲ
43LGｰAEB

43LGｰBMA

42LGｰBcA

42LGｰBdA

42LGｰKcP

43LGDｰBCA

43LGDｰBDA

43LGDｰBGA

43LGDｰAEB

43LGDｰBMA

42LGDｰBcA

42LGDｰBdA

42LGDｰKcP

Rated Flow
(L/min)

27

Max. Operating
Pressure

(MPa)

25

Permissible
Back Pressure

(MPa)

7

Model

HD3ｰ 4*LG（D）ー*** ｰ025A

Mass: 1.7㎏

■Outside dimensions

■Description of the model designation

HD3ｰ43LG（D）ーBCAｰ025A
Nominal size

Spool type

With/without detent

D: With detent

●For the sub-plate
SHD025ｰ**T1A, refer to page L-2.
SHD025ｰ**T3A, refer to page L-6.

For            , refer to table below.

Cautions on use  Please read the Operating Manual  
                                       carefully to ensure correct usage.
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