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HK3ｰQG*ｰ**�(H）

HK3ｰEF*ｰ**A

SHK**ｰ**T1（A）

■Outside dimensions

Model

HK3ｰEF*ｰ04A

HK3ｰEF*ｰ06A

36

40

A

54

58

B

10

10

C

17

17

D

58

68

E

JIS B 2291ｰSSA15

JIS B 2291ｰSSA20

Used Flange

1　

1.5

Mass (kg)

Model

SHK02ｰ02T1

SHK03ｰ04T1

SHK06ｰ06T1A

72

104

147

a

 57

 87

123

b

40

68

97

c

26

48

65

d

 50

 80

113

e

36

63

89

f

17  

18.5

12

g

−

30  

40.5

h

 7

10

16

i

 4

12

13

j

 4

12

13

k

24

47

59

m

29

47

61

n

36

60

81

p

M16

M10

M16

q

12

20

30

r

25

30

35

s

11

13

14

t

10

16

20

u

11

14

20

v

16.5

19

13

w

1/4

1/2

3/4

y

Model

HK3ｰQG*ｰ02A

HK3ｰQG*ｰ03A

HK3ｰQG*ｰ06A

  50

 80

113

A

 36

60

81

B

 40

68

97

C

 26

48

65

D

6

6

6

J

10.5

15  

22  

G

6

6

6

H

44

56

76

E

JIS B 2401ｰ1AP12

JIS B 2401ｰ1AP18

JIS B 2401ｰ1AG25

K

16

10

16

L

0.4

1.2

3.4

Mass (kg)

18

−

−

h
f g
e

2－
φ

u

ij
k s

t

ℓ
m
n

p

d c b a

4－φw
φw counter bore depth 1

2－Rcy

4-q, depth r

φ7, depth 8

B

A

D C

H

J

G

E

2－K
（O-ring）

2－ML

E B

A

BA

8-MC, depth D

CHECK VALVE （HK3）

■Features
A check valve allows fluid flow in one direction only while maintaining the specified 
cracking pressure, and completely stops the flow in the reverse direction.
These valves are classified into two types according to the body shape, namely the 
inline type and the right-angle type.

● If subplate SHK**-**T1(A) is necessary, please order one separately.

● For the gasket-connection type check valves, finish the mounting faces to the 
same quality as the valve faces (3.2 µmRz).

■Description of the model designation

HK3ｰET1ｰ02A
Nominal size

Cracking pressure         005: 0.005 MPa
                                          1: 0.04 MPa
                                          2: 0.35 MPa
                                          3: 0.46 MPa
                                          4: 0.53 MPa

Piping method  T: Thread type
                         F: Flange type
                         G: Gasket type

Construction     E: In-line type
                         G: Right-angle type

Max. operating pressure   3: 21 MPa

Check valve

■Specifications

Model

HK3ｰET*ｰ02A

HK3ｰET*ｰ03A

HK3ｰET*ｰ04A

HK3ｰET*ｰ06A

HK3ｰEF*ｰ04A

HK3ｰEF*ｰ06A HK3ｰQT*ｰ06A

HK3ｰQG*ｰ02A

HK3ｰQG*ｰ03A

HK3ｰQG*ｰ06A

Nominal
Size

Max. Operating
Pressure

(MPa)

012

040

075

120

Rated Flow
(L/min)

21

02

03

04

06

Inline Type Check Valve
Thread-connection Type Flange-connection Type Thread-connection Type Flange-connection Type

Right-angle Type Check Valve

Model

HK3ｰET*ｰ02A

HK3ｰET*ｰ03A

HK3ｰET*ｰ04A

HK3ｰET*ｰ06A

A

56

70

85

95

22

30

32

41

1/4

3/8

1/2

3/4

B C D Mass (kg)

25.4

34.6

37  

47.3

0.2

0.3

0.5

0.8

Model

HK3ｰQT*ｰ06A

A

45 103 3/4

B C D E Fφ Mass (kg)

46 71 50 1.5

HK3ｰET*ｰ**A HK3ｰQT*ｰ**A

■Outside dimensions

IN OUT

BA

IN OUT

2ーRcD

C

2ーRcD

FE

B
A

CIN

OUT

Unit: mm Unit: mm

Cautions on use  Please read the Operating Manual  
                                       carefully to ensure correct usage.
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HK3ｰQG*ｰ**�(H）

HK3ｰEF*ｰ**A

SHK**ｰ**T1（A）

■Outside dimensions

Model

HK3ｰEF*ｰ04A

HK3ｰEF*ｰ06A

36

40

A

54

58

B

10

10

C

17

17

D

58

68

E

JIS B 2291ｰSSA15

JIS B 2291ｰSSA20

Used Flange

1　

1.5

Mass (kg)

Model

SHK02ｰ02T1

SHK03ｰ04T1

SHK06ｰ06T1A

72

104

147

a

 57

 87

123

b

40

68

97

c

26

48

65

d

 50

 80

113

e

36

63

89

f

17  

18.5

12

g

−

30  

40.5

h

 7

10

16

i

 4

12

13

j

 4

12

13

k

24

47

59

m

29

47

61

n

36

60

81

p

M16

M10

M16

q

12

20

30

r

25

30

35

s

11

13

14

t

10

16

20

u

11

14

20

v

16.5

19

13

w

1/4

1/2

3/4

y

Model

HK3ｰQG*ｰ02A

HK3ｰQG*ｰ03A

HK3ｰQG*ｰ06A

  50

 80

113

A

 36

60

81

B

 40

68

97

C

 26

48

65

D

6

6

6

J

10.5

15  

22  

G

6

6

6

H

44

56

76

E

JIS B 2401ｰ1AP12

JIS B 2401ｰ1AP18

JIS B 2401ｰ1AG25

K

16

10

16

L

0.4

1.2

3.4

Mass (kg)

18

−

−

h
f g
e

2－
φ

u

ij
k s

t

ℓ
m
n

p

d c b a

4－φw
φw counter bore depth 1

2－Rcy

4-q, depth r

φ7, depth 8

B

A

D C

H

J

G

E

2－K
（O-ring）

2－ML

E B

A

BA

8-MC, depth D

CHECK VALVE （HK3）

■Features
A check valve allows fluid flow in one direction only while maintaining the specified 
cracking pressure, and completely stops the flow in the reverse direction.
These valves are classified into two types according to the body shape, namely the 
inline type and the right-angle type.

● If subplate SHK**-**T1(A) is necessary, please order one separately.

● For the gasket-connection type check valves, finish the mounting faces to the 
same quality as the valve faces (3.2 µmRz).

■Description of the model designation

HK3ｰET1ｰ02A
Nominal size

Cracking pressure         005: 0.005 MPa
                                          1: 0.04 MPa
                                          2: 0.35 MPa
                                          3: 0.46 MPa
                                          4: 0.53 MPa

Piping method  T: Thread type
                         F: Flange type
                         G: Gasket type

Construction     E: In-line type
                         G: Right-angle type

Max. operating pressure   3: 21 MPa

Check valve

■Specifications

Model

HK3ｰET*ｰ02A

HK3ｰET*ｰ03A

HK3ｰET*ｰ04A

HK3ｰET*ｰ06A

HK3ｰEF*ｰ04A

HK3ｰEF*ｰ06A HK3ｰQT*ｰ06A

HK3ｰQG*ｰ02A

HK3ｰQG*ｰ03A

HK3ｰQG*ｰ06A

Nominal
Size

Max. Operating
Pressure

(MPa)

012

040

075

120

Rated Flow
(L/min)

21

02

03

04

06

Inline Type Check Valve
Thread-connection Type Flange-connection Type Thread-connection Type Flange-connection Type

Right-angle Type Check Valve

Model

HK3ｰET*ｰ02A

HK3ｰET*ｰ03A

HK3ｰET*ｰ04A

HK3ｰET*ｰ06A

A

56

70

85

95

22

30

32

41

1/4

3/8

1/2

3/4

B C D Mass (kg)

25.4

34.6

37  

47.3

0.2

0.3

0.5

0.8

Model

HK3ｰQT*ｰ06A

A

45 103 3/4

B C D E Fφ Mass (kg)

46 71 50 1.5

HK3ｰET*ｰ**A HK3ｰQT*ｰ**A

■Outside dimensions

IN OUT

BA

IN OUT

2ーRcD

C

2ーRcD

FE

B
A

CIN

OUT

Unit: mm Unit: mm

Cautions on use  Please read the Operating Manual  
                                       carefully to ensure correct usage.



C−54

C

S
O

LE
N

O
ID

 VA
LV

E
S

 / D
IR

E
C

TIO
N

A
L C

O
N

TR
O

L VA
LV

E
S

PILOT-OPERATED CHECK VALVE （HK3）

■Features
This type of valve usually functions as a normal check valve that allows fluid flow only 
in one direction by maintaining the specified cracking pressure and completely stops 
fluid flow in the reverse direction. However, it also enables fluid flow in the reverse 
direction on application of external pilot pressure.
● The pilot pressure has to be at least 40% of the OUT port pressure. The pilot-pressure 

needed for decompression is, however, 10% of the OUT port pressure or greater.
● If subplate SHQ**-**T*(A) is necessary, please order one separately.
● For gasket-connection type check valves, finish the mounting faces to the same 

quality as the valve faces (3.2 µmRz).

■Description of the model designation

HK3ｰYG2E（D）ー03（A）
Model No.

Nominal size

Drain
  No code: Internal drain
  D: External drain

Pilot
  E: External pilot

W: Decompression
Y: Pilot-operated type

Piping method

  T : Thread type

  F : Flange type

  G : Gasket type

Cracking pressure

  1: 0.04 MPa

  2: 0.35 MPa

  3: 0.46 MPa

  4: 0.53 MPa

HK3ｰYG*E（D）ー02B

●For the sub-plate SHQ02-02T1, refer to page B-22.

HK3ｰ*T*E（D）ー**A

Mass: 1.2㎏

Unit: mm

■Outside dimensions

■Internal drain Type　

(MPa) Thread-connection Type Gasket-connection Type Flange-connection Type

Max. Operating PressureRated Flow

(L/min)
Nominal

Size
Model

02

03

04

06

12

40

75

120

21

　　　  —

HK3ｰYT*Eｰ03A

　　　  —

HK3ｰ*T*Eｰ06A

HK3ｰYG*Eｰ02B

HK3ｰ*G*Eｰ03A

　　　　—

HK3ｰ*G*Eｰ06A

　　　  —

　　　  —

HK3ｰ*F*Eｰ04A

HK3ｰ*F*Eｰ06A

■External drain Type

02

03

04

06

12

40

75

120

21

　　　　—

HK3ｰYT*EDｰ03A

　　　　—

HK3ｰ*T*EDｰ06A

HK3ｰYG*EDｰ02B

HK3ｰ*G*EDｰ03A

　　　　—

HK3ｰ*G*EDｰ06A

　　　　—

　　　　—

HK3ｰ*F*EDｰ04A

HK3ｰ*F*EDｰ06A

Model

HK3ｰ*T*E（D）ー03A

HK3ｰ*T*E（D）ー06A

66

72

 96

108

 140

165

 84

101

50

60

13

14

66

72

3/8

3/4

4  

5.5

69

79

A B C D E F G H J Mass (kg)

6 9

28

6910
3

37

40 50.5 9.5

17
10

2－JIS B2401－1AP9
（O-ring）

2－JIS B2401－1AP5
（O-ring）

2－M6 H A

B

C

D

F

G

E

2－RcJ

Pressure gauge
connection port Rc1/4

2－Rc1/4

Cautions on use  Please read the Operating Manual  
                                       carefully to ensure correct usage.

(MPa) Thread-connection Type Gasket-connection Type Flange-connection Type

Max. Operating PressureRated Flow

(L/min)
Nominal

Size
Model

CHECK VALVE （HK3ｰEFT005ｰ*）

■Features
This type of check valve consists of a check valve that prevents reverse rotation of the 
pump and a pump out side flange assembled in one unit, aiming at a reduction in 
piping work hours and saving of installation space.

● Finish the mounting faces to the same quality as the valve faces (3.2 µmRz).

■Description of the model designation

HK3ｰEFT005ｰ03
Nominal size

Cracking pressure         005: 0.005 MPa

Mounting method              T: Rc thread type (OUT port)

Mounting method              F: Flange type

Construction                      E: Inline type

Max. operating pressure   3：21MPa

Check valve

■Specifications

(MPa)

Max. Operating Pressure Rated Flow Cracking Pressure

(MPa)(L/min)

HK3ｰEFT005ｰ03

Mass: 0.5㎏

HK3ｰEFT005ｰ06

HK3ｰEFT005ｰ04

HK3ｰEFT005ｰ10

Mass: 1.2㎏

Mass: 0.4㎏

Mass: 0.7㎏

■Outside dimensions

Nominal Size Model Applicable Pump

03

04

06

10

21 0.005

14

26

56

114

HK3ｰEFT005ｰ03

HK3ｰEFT005ｰ04

HK3ｰEFT005ｰ06

HK3ｰEFT005ｰ10

Type HPPｰVB2V

Type HPPｰVC2V

Type HPPｰVD2V

Type HPPｰVF2V

17.5

38

38
.174

.1
56

.1
18

15
40 11

φ26
JIS B2401－1AG25
O-ring

4－M8

Pressure gauge
connection port Rc1/4

Rc3/8 22.2

46

47
.683

.5
69

.4
14

.1 15
47 15

φ26
JIS B2401－1AG30
O-ring

4－M10

Pressure gauge
connection port Rc1/4

Rc1/2

30.2

57

58
.7

82

JIS B2401－1AG40
O-ring

15
55 15

Pressure gauge
connection port Rc1/4

Rc3/4

4－M10

35.7

64

69
.8

95

JIS B2401－1AG50
O-ring

15
70 16

Pressure gauge
connection port Rc1/4

Rc1・1/4

4－M12

IN OUT

Cautions on use  Please read the Operating Manual  
                                       carefully to ensure correct usage.


