Intravane Fixed Displacement Vane Pumps
IVP(Q/V) Double Pumps Series- Cartridge Kit Model Code

CK-AIVP
(F3-) -17 H -12 H c R -10
(Q/v)21
Prefix, Fluid Compatibility Cartridge Kit Geometric Displacement | Pressure | Geometric Displacement | Pressure Mounting Rotation Design
Model Cartridge Kit *type Cartridge Kit *type postition
*Code +Code

Omit: CK-IVP(Q/V) 21 Viewed from shaft 10
Using Petroleum Base oil & anti- 10, 12, 14, 15, 17, 19, 21, 2,345,678 10, 11, end of pump
wear hydraulic oil 25 12, 14
F11- CK-IVP(Q/V) 31 Omit — 2,3,4,56,7,8 10,11, |Omit— Oomit — R-
Using water glycol fluid. 17,21, 25, 30, 32, 35, 38, |Standard |12, 14 Standard  |shaft end Right hand for

42 pressure pressure pump clockwise
F3-
Using water-in-oil emulsions or CK-IVP(Q/V) 32 H- 10, 12, 14, 15, 17, 19, 21, |H- c- L-
phosphate ester fluid. 17,21, 25, 30, 32, 35, 38, |High 25 High cover end Left hand for

42 pressure pressure pump counterclockwise

CK-IVP(Q/V) 41
30, 35, 38, 42, 50, 60, 67, 2,3,4,56,7, 8,10, 11,
75 12, 14
CK-IVP(Q/V) 42(30, 35, 38, 42, 50, 60, 67,
75 10, 12, 14, 15, 17, 19, 21,

CK-IVP(Q/V) 42|30, 35, 38, 42, 50, 60, 67,
75 10, 12, 14, 15, 17, 19, 21,
25

CK-IVP(Q/V) 43
30, 35, 38, 42, 50, 60, 67, 17, 21, 25, 30, 32, 35, 38,
75 a2

« Rated capacity in US gpm at 1200r/min and 6.9bar(100psi).
* IVPQ series no H high pressure type.
A Is the model for frame size

For Example: Ordering cartridge kits of IVP42-35(H)-25(H)AM-F-R-86AA-10,
1.)CK-IVP4-35(H)-R-10,0ordering code for cartridge kit of shaft end pump.
2.)CK-IVP*2-25(H)C-R-10,0ordering code for cartridge kit of cover end pump.



