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FEATURES:
m These pumps are designed for low noise level

and high volumn efficiency.
® Smooth running high stability and durability.
B |nlet resistances are particularly considered
in input-port design.
= Maximum working pressure up to210 kgf/cm?2

458G :

n [[FERERS - STEMERE -
nEEER  BEUS - ZHR -

B [RAORRSTEEHRSRIIERARR -

" 2= T{FEI210kaf/cm2-
Series:PV2R12
Delivery ty Delivery capacity ; Discharge portion Discharge portion . _ Desi
VOB | et | atend | Mo | amon | Comrand | hatena | Suetougonon | e
R - R ANLR 2t varz B
PV2R12 =3 -3 e L3 % 3 # -40
PV2R1 PV2R2
A:Upward £ A:Upward £
8 12 26 353 F:Flange | R:CW E:Left 45°
PV2R12 14 17 38 M SRR EE Upward B:Downward T | B:Downward T
“Ri ; -Ri . 40
19 23 47 53 L:FOOT L.cCW E: £ 45° R:Right side &5 R:Right side &5
25 N 59 65 L L L:Left side % L:Left side %
- BEk | pV2R12

WEIGHT kgf (Ibs) | F: AEE 26.3kg
= L: E® | 31.2kg

Specification #Ri8:R88

PV2R12(PV2R1+PV2R2)
DELIVERY CAPACITY (cclrev) MAX.PRESSURE | RATED SPEED [Flange mounting
(“:”33.?,2 It A8 — FEERE HA DS
2 8 SPEED OF ROTATION (rpm) i@#&s% EEEBAH MAX. MIN. ouT IN
1000 | 1200 [ 1500 [ 1800 @) | ®E | @R | (AL

PV2R1-08 8.1 9.7 121 | 146
PV2R1-12 12.2 | 146 | 183 | 219
PV2R1-14 | 136 | 171 | 215 | 257 210
PV2R1-17 166 | 205 | 256 | 307 1800 | 950 172"
PV2R1-19 | 186 | 230 | 288 | 345
PV2R1-23 | 227 | 279 | 349 | 419
PV2R1-25 | 253 | 313 | 39.1 | 469 -
PV2R1-31 31.0 | 373 | 466 - 1500 | 950
PV2R2-26 | 262 | 314 | 393 | 471
PV2R2-33 | 330 | 385 | 48.1 | 577
PV2R2-38 | 382 | 458 | 573 | 687
PV2R2-41 413 | 492 | 615 | 7338
PV2R2-47 472 | 578 | 71.4 | 867 | 210 1800 | 950 | 3/4”
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